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LIFT Quick Kit Pallet Kit # KIT
NOTES

Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

07-09 Dodge Nitro NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
07-09 Dodge Nitro Poly Spacers

2” KKN25 KKN25 ---- ----- ---- ----- ---- ----- ---- ----- 6

2009 Dodge 1500 4X4
2009 Dodge 1500 4x4 Metal Spacers (Front Leveling Kit)

2” D920MS D920MS ---- ----- ---- ----- ---- ----- ---- ----- 4

2009 Dodge 1500 4x4
4.5” Coming Spring 2009 ---- ----- ---- ----- ---- ----- ---- ----- -----

2009 Dodge 1500 4x4
6” Call For Availability ---- ----- ---- ----- ---- ----- ---- ----- -----

06-08 Dodge 1500 4x4 (Strut Front End) NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
VALUE KIT  
06-08 Dodge 1500 4x4 Strut Assembly (Leveling Kit)
1-2” D620ST K23 D620ST ---- ----- ---- ----- ---- ----- ---- ----- 3

KIT NOTES: K23. OEM Tires and Wheels can be used with no more than a 5” backspacing.

05-07 1500 Mega Cab 4WD  NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
STANDARD SERIES
05-07 1500 Mega Cab 4WD Kit Class I with Add-A-Leafs
2.5-3.5” D301MK D301M 1 D25  Included 7013 H7092 H7036 N8092 N8036 6
4.5-5.5” D501MK D45523 + D4513M 1 D45  Included Included Included 7213 H7094 H7036 N8094 N8036 9

02-05 1500 Ram 4WD IFS NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
02-05 1500 Ram 4WD (Torsion Bar Front End) Torsion Keys (Front Leveling Kit)

2” D201KE D201KE ---- ----- ---- ----- ---- ----- ---- ----- 2

02-05  1500 Ram Pickup 4WD IFS Kit  With Blocks & U-Bolts and Add-A-Leafs (Without Skid Plate)
6” D2601K-NSP W18, W20, W21 D2601A-NSP + D2601B H7091 H7036 N8091 N8036 9
6” D2601PN W18, W20, W21 Included Included Included 9

KIT NOTES: (NSP- Means NO SKID PLATE.). W18. Kit includes Transfer Case Re-Indexing Ring for front drive shaft angle. Models with only 4 bolts attaching the 
transfer case to transmission, will require custom front drive shaft. Re-Indexing Ring will not work. W20. New Generation Engines, Seal Adapter Part# DTSA10 
must be ordered Seperately. W21. Exhaust Cross Over Pipe must be modified to clear drive shaft.

02-05  1500 Ram Pickup 4WD IFS Kit  With Blocks & U-Bolts and Add-A-Leafs (With Skid Plate)
6” D2601K W18, W20, W21 D2601A + D2601B H7091 H7036 N8091 N8036 10

KIT NOTES: W18. Kit includes Transfer Case Re-Indexing Ring for front drive shaft angle. Models with only 4 bolts attaching the transfer case to transmission, will 
require custom front drive shaft. Re-Indexing Ring will not work. W20. New Generation Engines, Seal Adapter Part# DTSA10 must be ordered Seperately. W21. 
Exhaust Cross Over Pipe must be modified to clear drive shaft.

02-05  1500 Ram Pickup 4WD IFS System With Replacement Rear Springs (Without Skid Plate)
6” D2601KS-NSP W18, W20, W21 D2601A-NSP + D2601BS 2 DR250S H7091 H7036 N8091 N8036 9

KIT NOTES: (NSP- Means NO SKID PLATE.). W18. Kit includes Transfer Case Re-Indexing Ring for front drive shaft angle. Models with only 4 bolts attaching the 
transfer case to transmission, will require custom front drive shaft. Re-Indexing Ring will not work. W20. New Generation Engines, Seal Adapter Part# DTSA10 
must be ordered Seperately. W21. Exhaust Cross Over Pipe must be modified to clear drive shaft.

02-05  1500 Ram Pickup 4WD IFS System With Replacement Rear Springs (With Skid Plate)
6” D2601KS W18, W20, W21 D2601A + D2601BS 2 DR250S H7091 H7036 N8091 N8036 10

KIT NOTES: W18. Kit includes Transfer Case Re-Indexing Ring for front drive shaft angle. Models with only 4 bolts attaching the transfer case to transmission, will 
require custom front drive shaft. Re-Indexing Ring will not work. W20. New Generation Engines, Seal Adapter Part# DTSA10 must be ordered Seperately. W21. 
Exhaust Cross Over Pipe must be modified to clear drive shaft.

00-01 1/2 & 3/4 Ton Ram 4WD Equipped with Gas Engine and 2.5” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
POLYURETHANE VALUE KIT  
00-01 1/2 Ton Ram Pickup 4WD Kit Polyurethane Spacers with rear Add-A-Leafs

2” D20PK D20P R222 7007 H7092 H7017 N8092 N8017 4

STANDARD SERIES
00-01 1/2 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs

2” D201K 1 D20 R222 7007 7218 H7092 H7017 N8092 N8017 4
3” D3012K W8 D3012 1 D30 Included  7007 7218 H7092 H7017 N8092 N8017 6
5” D5012K W8, W19 D4552 + D501 1 D50  Included Included Bracket Included Included 7218 H7093 H7017 N8093 N8017 9

KIT NOTES:  W8. 00-01 Models Equipped with Factory ‘OFF-ROAD Package’ Will Receive 1” Less Lift. W19. All Wheel Drive models may experience a front 
driveline vibration. If so, Order Index Ring Part# IXR20, Seal Adapter Part# DTSA10, and Seal Part # TCS2675. 
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LIFT Quick Kit Pallet Kit # KIT
NOTES

Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

07-09 Dodge Nitro NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
07-09 Dodge Nitro Poly Spacers

2” KKN25 KKN25 ---- ----- ---- ----- ---- ----- ---- ----- 6

2009 Dodge 1500 4X4
2009 Dodge 1500 4x4 Metal Spacers (Front Leveling Kit)

2” D920MS D920MS ---- ----- ---- ----- ---- ----- ---- ----- 4

2009 Dodge 1500 4x4
4.5” Coming Spring 2009 ---- ----- ---- ----- ---- ----- ---- ----- -----

2009 Dodge 1500 4x4
6” Call For Availability ---- ----- ---- ----- ---- ----- ---- ----- -----

06-08 Dodge 1500 4x4 (Strut Front End) NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
VALUE KIT  
06-08 Dodge 1500 4x4 Strut Assembly (Leveling Kit)
1-2” D620ST K23 D620ST ---- ----- ---- ----- ---- ----- ---- ----- 3

KIT NOTES: K23. OEM Tires and Wheels can be used with no more than a 5” backspacing.

05-07 1500 Mega Cab 4WD  NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
STANDARD SERIES
05-07 1500 Mega Cab 4WD Kit Class I with Add-A-Leafs
2.5-3.5” D301MK D301M 1 D25  Included 7013 H7092 H7036 N8092 N8036 6
4.5-5.5” D501MK D45523 + D4513M 1 D45  Included Included Included 7213 H7094 H7036 N8094 N8036 9

02-05 1500 Ram 4WD IFS NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
02-05 1500 Ram 4WD (Torsion Bar Front End) Torsion Keys (Front Leveling Kit)

2” D201KE D201KE ---- ----- ---- ----- ---- ----- ---- ----- 2

02-05  1500 Ram Pickup 4WD IFS Kit  With Blocks & U-Bolts and Add-A-Leafs (Without Skid Plate)
6” D2601K-NSP W18, W20, W21 D2601A-NSP + D2601B H7091 H7036 N8091 N8036 9
6” D2601PN W18, W20, W21 Included Included Included 9

KIT NOTES: (NSP- Means NO SKID PLATE.). W18. Kit includes Transfer Case Re-Indexing Ring for front drive shaft angle. Models with only 4 bolts attaching the 
transfer case to transmission, will require custom front drive shaft. Re-Indexing Ring will not work. W20. New Generation Engines, Seal Adapter Part# DTSA10 
must be ordered Seperately. W21. Exhaust Cross Over Pipe must be modified to clear drive shaft.

02-05  1500 Ram Pickup 4WD IFS Kit  With Blocks & U-Bolts and Add-A-Leafs (With Skid Plate)
6” D2601K W18, W20, W21 D2601A + D2601B H7091 H7036 N8091 N8036 10

KIT NOTES: W18. Kit includes Transfer Case Re-Indexing Ring for front drive shaft angle. Models with only 4 bolts attaching the transfer case to transmission, will 
require custom front drive shaft. Re-Indexing Ring will not work. W20. New Generation Engines, Seal Adapter Part# DTSA10 must be ordered Seperately. W21. 
Exhaust Cross Over Pipe must be modified to clear drive shaft.

02-05  1500 Ram Pickup 4WD IFS System With Replacement Rear Springs (Without Skid Plate)
6” D2601KS-NSP W18, W20, W21 D2601A-NSP + D2601BS 2 DR250S H7091 H7036 N8091 N8036 9

KIT NOTES: (NSP- Means NO SKID PLATE.). W18. Kit includes Transfer Case Re-Indexing Ring for front drive shaft angle. Models with only 4 bolts attaching the 
transfer case to transmission, will require custom front drive shaft. Re-Indexing Ring will not work. W20. New Generation Engines, Seal Adapter Part# DTSA10 
must be ordered Seperately. W21. Exhaust Cross Over Pipe must be modified to clear drive shaft.

02-05  1500 Ram Pickup 4WD IFS System With Replacement Rear Springs (With Skid Plate)
6” D2601KS W18, W20, W21 D2601A + D2601BS 2 DR250S H7091 H7036 N8091 N8036 10

KIT NOTES: W18. Kit includes Transfer Case Re-Indexing Ring for front drive shaft angle. Models with only 4 bolts attaching the transfer case to transmission, will 
require custom front drive shaft. Re-Indexing Ring will not work. W20. New Generation Engines, Seal Adapter Part# DTSA10 must be ordered Seperately. W21. 
Exhaust Cross Over Pipe must be modified to clear drive shaft.

00-01 1/2 & 3/4 Ton Ram 4WD Equipped with Gas Engine and 2.5” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
POLYURETHANE VALUE KIT  
00-01 1/2 Ton Ram Pickup 4WD Kit Polyurethane Spacers with rear Add-A-Leafs

2” D20PK D20P R222 7007 H7092 H7017 N8092 N8017 4

STANDARD SERIES
00-01 1/2 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs

2” D201K 1 D20 R222 7007 7218 H7092 H7017 N8092 N8017 4
3” D3012K W8 D3012 1 D30 Included  7007 7218 H7092 H7017 N8092 N8017 6
5” D5012K W8, W19 D4552 + D501 1 D50  Included Included Bracket Included Included 7218 H7093 H7017 N8093 N8017 9

KIT NOTES:  W8. 00-01 Models Equipped with Factory ‘OFF-ROAD Package’ Will Receive 1” Less Lift. W19. All Wheel Drive models may experience a front 
driveline vibration. If so, Order Index Ring Part# IXR20, Seal Adapter Part# DTSA10, and Seal Part # TCS2675. 
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LIFT Quick Kit Pallet Kit # KIT
NOTES

Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

94-99 1/2 Ton Ram Pickup 4WD Kit Class II with Add-A-Leafs
5” D502K-SX W6, W11, W13 D4550-SX + D502 1 D50  Included Included Bracket Included Included  (W13) H7093 H7017 H7058 N8093 N8017 N8058 10

KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.   W11. 5 & 7” Lift 
Kits Are Designed to Only Fit Models Manufactured ON or AFTER February 9, 1994 Due to Size of Track Bar Stud. 

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 1/2 Ton Ram Pickup 4WD System Class II with Replacement Rear Springs
5” D502KS-SX W6, W11, W13 D4550-SX + D502S 1 D50 2  DR54S  Included Bracket Included Included  (W13) H7093 H7017 H7058 N8093 N8017 N8058 10

KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.  W10. The Factory 
Block is Removed. W11. 5 & 7” Lift Kits Are Designed to Only Fit Models Manufactured ON or AFTER February 9, 1994 Due to Size of Track Bar Stud. 

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 1/2 Ton Ram 4WD Equipped with V8 Engine and 2.5” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
PLATINUM COIL-OVER SINGLE FLEX SERIES
94-99 1/2 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs

5” DC591K-SX W11, W13 D4550-SX+D501+SKDGEB1 1 SKDGE50 Included Included Bracket Included Included  (W13) ----- ----- H7017 ----- ----- ----- ----- N8017 ----- ----- 11

KIT NOTES: W11. 5 & 7” Lift Kits Are Designed to Only Fit Models Manufactured ON or AFTER February 9, 1994 Due to Size of Track Bar Stud. W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 1/2 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs

5” DC591KS-SX W11, W13 D4550-SX+
D501S+SKDGEB1 1 SKDGE50 2  DR54S  Included Bracket Included Included  (W13) ----- ----- H7017 ----- ----- ----- ----- N8017 ----- ----- 11

KIT NOTES: W10. The Factory Block is Removed. W11. 5 & 7” Lift Kits Are Designed to Only Fit Models Manufactured ON or AFTER February 9, 1994 Due to 
Size of Track Bar Stud. 

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 1/2 Ton Ram 4WD Equipped with V8 Engine and 2.5” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
LONG ARM SERIES
94-99 1/2 Ton Ram Pickup 4WD Kit With Blocks & U-Bolts and Add-A-Leafs

7” D702K-DX W6, W11, W25, W26 D7075-DX+D702 1 D70 Included DA600 Included Included  (W13) H7038 H7078 H7060 N8038 N8078 N8060 12
KIT NOTES:W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.   
W11. 5 & 7” Lift Kits Are Designed to Only Fit Models Manufactured ON or AFTER February 9, 1994 Due to Size of Track Bar Stud. W25. Seal Adapter Part# 
DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket.

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 1/2 Ton Ram Pickup 4WD System With Replacement Rear Springs
7” D702KS-DX W6, W11, W25, W26 D7075-DX+D702S 1 D70 2 DR56S DA600 Included Included  (W13) H7038 H7078 H7060 N8038 N8078 N8060 12

KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately. W11. 5 & 7” Lift 
Kits Are Designed to Only Fit Models Manufactured ON or AFTER February 9, 1994 Due to Size of Track Bar Stud. W25. Seal Adapter Part# DTSA10 and Seal 
Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket.

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 1/2 Ton Ram 4WD Equipped with V8 Engine and 2.5” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
PLATINUM COIL-OVER LONG ARM SERIES
94-99 1/2 Ton Ram Pickup 4WD Kit With Blocks & U-Bolts and Add-A-Leafs

7” DC702K-DX W11, W13, W25, W26 D7075-DX+D702+SKDGEB1 1 SKDGE70 Included DA600 Included Included  (W13) ----- ----- H7078 ----- ----- ----- ----- N8078 ----- ----- 12
KIT NOTES: W11. 5 & 7” Lift Kits Are Designed to Only Fit Models Manufactured ON or AFTER February 9, 1994 Due to Size of Track Bar Stud. W25. Seal 
Adapter Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket.

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 1/2 Ton Ram Pickup 4WD System With Replacement Rear Springs

7” DC702KS-DX W11, W13, W25, W26 D7075-DX+
D702S+SKDGEB1 1 SKDGE70 2 DR56S DA600 Included Included  (W13) ----- ----- H7078 ----- ----- ----- ----- N8078 ----- ----- 12

KIT NOTES: W11. 5 & 7” Lift Kits Are Designed to Only Fit Models Manufactured ON or AFTER February 9, 1994 Due to Size of Track Bar Stud. W25. Seal 
Adapter Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket.

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

74.5-93 1/2, 3/4 & 1 Ton 4WD Full-Size with Gas Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
74.5-93 1/2, 3/4 & 1 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts and or Add-A-Leafs
2.5”/2” D200BK W14 D240B 2 D200S DA20 7110 7220 H7027 H7038 N8027 N8038 4

4” D400BK W14, W15 D240B 2 D400S   DA40 7110 7220 H7017 H7038 N8017 N8038 4
6” D600BK W14, W15, W16 D680B 2 D600S  DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800BK W2, W5, W15, W16 D680B 2 D800S  R1120 DA40 + DA60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts).  Steering Correction (See Page 171). W14. Adjustable Drag 
Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W5. 74.5-77 Models MUST use # DA65 & # DL10 for  W15. If Vehicle is 
equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

74.5-93 1/2, 3/4 & 1 Ton Pickup 4WD Full-Size Kit With Add-A-Leafs
2.5” D200BAK  W2, W14 D240BA 2 D200S  R1120 DA20 7110 7220 H7027 H7038 N8027 N8038 4
4” D400BAK W1, W2, W14, W15 D240BA 2 D400S  R1120 DA40 7110 7220 H7017 H7038 N8017 N8038 4

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear. W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use DA60 on 4” 
Lifts). W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201.
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NOTES

Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

74.5-93 1/2, 3/4 & 1 Ton Pickup 4WD Full-Size System With Replacement Rear Springs
2.5” D200BKS W2, W14 D240BS 2 D200S 2 DR40S  DA20 7110 7220 H7027 H7038 N8027 N8038 4
4” D400BKS W2, W10, W14, W15 D240BS 2 D400S 2 DR60S DA40 7110 7220 H7017 H7038 N8017 N8038 4
6” D600BKS W14, W15, W16 D680BS 2 D600S 2 DR40S DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800BKS W2, W5, W15, W16 D680BS 2 D800S 2 DR60S DA40 + DA60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts).  Steering Correction (See Page 220). W10. The Factory Block 
is Removed.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory  Non-Adjustable Link on 72-93 Models.W5. 74.5-77 Models MUST use # 
DA65 & # DL10 for steering correction. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201.  
W16. Brakelines required, See Brakelines Page 210. 

61-74 1/2 & 3/4 Ton 4WD Full-Size with Gas Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
61-74 1/2 & 3/4 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts and/or Add-A-Leafs
2.5”/2” D200AK  D240A 2 D200S  7110 7220 H7027 H7038 N8027 N8038 4

4” D400AK W7, W14, W15 D240A 2 D400S  DA60 7110 7220 H7017 H7038 N8017 N8038 4
6” D600AK W7, W14, W15, W16 D680A 2 D600S  DA60 7110 7220 H7017 H7068 N8017 N8068 6

KIT NOTES:   W7. Must Have 3-Bolt Steering Knuckle. W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 
Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, 
See Brakelines Page 210. 

72-74 1/2 & 3/4 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts and/or Add-A-Leafs
8” D800AK W7, W14, W15, W16 D680A 2 D800S  R1120 DA65 + DL10 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:   W7. Must Have 3-Bolt Steering Knuckle.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 
Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, 
See Brakelines Page 210.

72-74 1/2 & 3/4 Ton Pickup 4WD Full-Size System With 52 Inch Replacement Rear Springs
4” D400AKS W7, W10, W14, W15 D240AS 2 D400S 2 DR60S DA60 7110 7220 H7017 H7038 N8017 N8038 4
6” D600AKS W7, W14, W15, W16 D680AS 2 D600S 2 DR40S DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800AKS W7, W15, W16 D680AS 2 D800S 2 DR60S DA65 + DL10 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear.  W7. Must Have 3-Bolt Steering Knuckle. W14. Adjustable Drag Link # DL10 
Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See 
Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

2009 3/4 & 1 Ton Ram 4WD & Mega Cab with Diesel Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
2009 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class I with Add-A-Leafs

5” D4519K W22, W23, W24 D45529 + D4513 * 1 D45  Included Included Bracket Included Included 7239 H7094 H7036 N8094 N8036 9
5” D4519PN W22, W23, W24 Included Included Included Included Bracket Included Included Included Included 9

KIT NOTES: Part# D4513PN will not work with Sterling Axle. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. 
W23. If vehicle is equipped with a Sterling rear axle, rear U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a 
rear driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. 

2009 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class I with Rear Springs
5” D4519KS W22, W23, W24 D45529 + D4513S * 1 D45 2 DR374S Included Included Bracket Included Included 7239 H7094 H7036 H7041 N8094 N8036 N8041 9

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214.

2009 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class II with Add-A-Leafs
5” D4529K W22, W23, W24 D45529 + D4523 * 1 D45  Included Included Bracket Included Included 7239 H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214.

2009 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class II with Rear Springs
5” D4529KS W22, W23, W24 D45529 + D4523S * 1 D45 2 DR374S Included Included Bracket Included Included 7239 H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. 

03-09 3/4 & 1 Ton Ram 4WD & Mega Cab with Diesel Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
POLYURETHANE VALUE KIT 
03-09 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Polyurethane Spacers with rear Add-A-Leafs

2” D20PK D20P R332 7013 H7092 H7036 N8092 N8036 4

STANDARD SERIES
03-09 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class I with Add-A-Leafs

3” D2513K D2513 1 D25  Included 7013 H7092 H7036 N8092 N8036 6
3” D2513PH Included Included Included Included Included 6
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Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
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74.5-93 1/2, 3/4 & 1 Ton Pickup 4WD Full-Size System With Replacement Rear Springs
2.5” D200BKS W2, W14 D240BS 2 D200S 2 DR40S  DA20 7110 7220 H7027 H7038 N8027 N8038 4
4” D400BKS W2, W10, W14, W15 D240BS 2 D400S 2 DR60S DA40 7110 7220 H7017 H7038 N8017 N8038 4
6” D600BKS W14, W15, W16 D680BS 2 D600S 2 DR40S DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800BKS W2, W5, W15, W16 D680BS 2 D800S 2 DR60S DA40 + DA60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts).  Steering Correction (See Page 220). W10. The Factory Block 
is Removed.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory  Non-Adjustable Link on 72-93 Models.W5. 74.5-77 Models MUST use # 
DA65 & # DL10 for steering correction. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201.  
W16. Brakelines required, See Brakelines Page 210. 

61-74 1/2 & 3/4 Ton 4WD Full-Size with Gas Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
61-74 1/2 & 3/4 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts and/or Add-A-Leafs
2.5”/2” D200AK  D240A 2 D200S  7110 7220 H7027 H7038 N8027 N8038 4

4” D400AK W7, W14, W15 D240A 2 D400S  DA60 7110 7220 H7017 H7038 N8017 N8038 4
6” D600AK W7, W14, W15, W16 D680A 2 D600S  DA60 7110 7220 H7017 H7068 N8017 N8068 6

KIT NOTES:   W7. Must Have 3-Bolt Steering Knuckle. W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 
Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, 
See Brakelines Page 210. 

72-74 1/2 & 3/4 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts and/or Add-A-Leafs
8” D800AK W7, W14, W15, W16 D680A 2 D800S  R1120 DA65 + DL10 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:   W7. Must Have 3-Bolt Steering Knuckle.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 
Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, 
See Brakelines Page 210.

72-74 1/2 & 3/4 Ton Pickup 4WD Full-Size System With 52 Inch Replacement Rear Springs
4” D400AKS W7, W10, W14, W15 D240AS 2 D400S 2 DR60S DA60 7110 7220 H7017 H7038 N8017 N8038 4
6” D600AKS W7, W14, W15, W16 D680AS 2 D600S 2 DR40S DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800AKS W7, W15, W16 D680AS 2 D800S 2 DR60S DA65 + DL10 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear.  W7. Must Have 3-Bolt Steering Knuckle. W14. Adjustable Drag Link # DL10 
Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See 
Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

2009 3/4 & 1 Ton Ram 4WD & Mega Cab with Diesel Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
2009 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class I with Add-A-Leafs

5” D4519K W22, W23, W24 D45529 + D4513 * 1 D45  Included Included Bracket Included Included 7239 H7094 H7036 N8094 N8036 9
5” D4519PN W22, W23, W24 Included Included Included Included Bracket Included Included Included Included 9

KIT NOTES: Part# D4513PN will not work with Sterling Axle. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. 
W23. If vehicle is equipped with a Sterling rear axle, rear U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a 
rear driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. 

2009 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class I with Rear Springs
5” D4519KS W22, W23, W24 D45529 + D4513S * 1 D45 2 DR374S Included Included Bracket Included Included 7239 H7094 H7036 H7041 N8094 N8036 N8041 9

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214.

2009 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class II with Add-A-Leafs
5” D4529K W22, W23, W24 D45529 + D4523 * 1 D45  Included Included Bracket Included Included 7239 H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214.

2009 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class II with Rear Springs
5” D4529KS W22, W23, W24 D45529 + D4523S * 1 D45 2 DR374S Included Included Bracket Included Included 7239 H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. 

03-09 3/4 & 1 Ton Ram 4WD & Mega Cab with Diesel Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
POLYURETHANE VALUE KIT 
03-09 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Polyurethane Spacers with rear Add-A-Leafs

2” D20PK D20P R332 7013 H7092 H7036 N8092 N8036 4

STANDARD SERIES
03-09 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class I with Add-A-Leafs

3” D2513K D2513 1 D25  Included 7013 H7092 H7036 N8092 N8036 6
3” D2513PH Included Included Included Included Included 6
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03-08 3/4 & 1 Ton Ram 4WD & Mega Cab with Diesel Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
03-08 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class I with Add-A-Leafs

5” D4513K W22, W23, W24 D45523 + D4513 * 1 D45  Included Included Bracket Included Included 7213 H7094 H7036 N8094 N8036 9
5” D4513PN W22, W23, W24 Included Included Included Included Bracket Included Included Included Included 9

KIT NOTES: Part# D4513PN will not work with Sterling Axle. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. 
W23. If vehicle is equipped with a Sterling rear axle, rear U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a 
rear driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. 

03-08 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class I with Rear Springs
5” D4513KS W22, W23, W24 D45523 + D4513S * 1 D45 2 DR374S Included Included Bracket Included Included 7213 H7094 H7036 H7041 N8094 N8036 N8041 9

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214.

03-08 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class II with Add-A-Leafs
5” D4523K W22, W23, W24 D45523 + D4523 * 1 D45  Included Included Bracket Included Included 7213 H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214.

03-08 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class II with Rear Springs
5” D4523KS W22, W23, W24 D45523 + D4523S * 1 D45 2 DR374S Included Included Bracket Included Included 7213 H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. 

00-02 3/4 & 1 Ton Ram 4WD  For models with V10/Cummins Engine equipped with 3” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
POLYURETHANE VALUE KIT  
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Polyurethane Spacers with rear Add-A-Leafs

2” D25PK D20P R372 7007 H7092 H7036 N8092 N8036 4

STANDARD SERIES
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
2-2.5” D2512K D2512 1 D25  Included  7007 7218 H7092 H7036 N8092 N8036 6
4-4.5” D4512K W9, W22, W24 D4552 + D451 1 D45  Included Included Bracket Included Included 7218 H7094 H7036 N8094 N8036 9
KIT NOTES: W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 
00-02 Models Without 3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs
4-4.5” D4512KS W22, W24 D4552 + D451S 1 D45 2  DR74S Included Bracket Included Included 7218 H7094 H7036 N8094 N8036 9
KIT NOTES:  W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration 
occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class II with Add-A-Leafs
4-4.5” D4522K W6, W12, W22, W24 D4552 + D452 1 D45  Included Included Bracket Included Included 7218 H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES:  W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.  W12. Models 
Equipped with a ‘Towing Package’ REQUIRED Longer U-Bolts. If So Equipped, Order # D452H instead of # D452. W22. Some models may require Indexing Ring 
Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets 
are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class II with Replacement Rear Springs
4-4.5” D4522KS W6, W22, W24 D4552 + D452S 1 D45 2  DR74S  Included Bracket Included Included 7218 H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.  W22. Some models may 
require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop 
brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

PLATINUM COIL-OVER STANDARD SERIES 
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
4-4.5” DC4521K W22, W24 D4552+D451+SKDGEB1 1 SKDGE45 Included Included Bracket Included Included 7218 ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11
KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear 
driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs
4-4.5” DC4521KS W22, W24 D4552+D451S+SKDGEB1 1 SKDGE45 2 DR74S  Included Bracket Included Included 7218 ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11
KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear 
driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.
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03-08 3/4 & 1 Ton Ram 4WD & Mega Cab with Diesel Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
03-08 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class I with Add-A-Leafs

5” D4513K W22, W23, W24 D45523 + D4513 * 1 D45  Included Included Bracket Included Included 7213 H7094 H7036 N8094 N8036 9
5” D4513PN W22, W23, W24 Included Included Included Included Bracket Included Included Included Included 9

KIT NOTES: Part# D4513PN will not work with Sterling Axle. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. 
W23. If vehicle is equipped with a Sterling rear axle, rear U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a 
rear driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. 

03-08 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class I with Rear Springs
5” D4513KS W22, W23, W24 D45523 + D4513S * 1 D45 2 DR374S Included Included Bracket Included Included 7213 H7094 H7036 H7041 N8094 N8036 N8041 9

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214.

03-08 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class II with Add-A-Leafs
5” D4523K W22, W23, W24 D45523 + D4523 * 1 D45  Included Included Bracket Included Included 7213 H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214.

03-08 3/4 & 1 Ton Ram Pickup 4WD & Mega Cab Kit Class II with Rear Springs
5” D4523KS W22, W23, W24 D45523 + D4523S * 1 D45 2 DR374S Included Included Bracket Included Included 7213 H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W23. If vehicle is equipped with a Sterling rear axle, rear 
U-Bolt kit Part# U9B12R must be ordered seperately. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are 
available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. 

00-02 3/4 & 1 Ton Ram 4WD  For models with V10/Cummins Engine equipped with 3” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
POLYURETHANE VALUE KIT  
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Polyurethane Spacers with rear Add-A-Leafs

2” D25PK D20P R372 7007 H7092 H7036 N8092 N8036 4

STANDARD SERIES
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
2-2.5” D2512K D2512 1 D25  Included  7007 7218 H7092 H7036 N8092 N8036 6
4-4.5” D4512K W9, W22, W24 D4552 + D451 1 D45  Included Included Bracket Included Included 7218 H7094 H7036 N8094 N8036 9
KIT NOTES: W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 
00-02 Models Without 3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs
4-4.5” D4512KS W22, W24 D4552 + D451S 1 D45 2  DR74S Included Bracket Included Included 7218 H7094 H7036 N8094 N8036 9
KIT NOTES:  W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration 
occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class II with Add-A-Leafs
4-4.5” D4522K W6, W12, W22, W24 D4552 + D452 1 D45  Included Included Bracket Included Included 7218 H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES:  W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.  W12. Models 
Equipped with a ‘Towing Package’ REQUIRED Longer U-Bolts. If So Equipped, Order # D452H instead of # D452. W22. Some models may require Indexing Ring 
Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets 
are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class II with Replacement Rear Springs
4-4.5” D4522KS W6, W22, W24 D4552 + D452S 1 D45 2  DR74S  Included Bracket Included Included 7218 H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.  W22. Some models may 
require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop 
brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

PLATINUM COIL-OVER STANDARD SERIES 
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
4-4.5” DC4521K W22, W24 D4552+D451+SKDGEB1 1 SKDGE45 Included Included Bracket Included Included 7218 ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11
KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear 
driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs
4-4.5” DC4521KS W22, W24 D4552+D451S+SKDGEB1 1 SKDGE45 2 DR74S  Included Bracket Included Included 7218 ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11
KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear 
driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.
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NOTES

Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

SINGLE FLEX SERIES
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
4-4.5” D4512K-SX W9, W22, W24 D4552-SX + D451 1 D45  Included Included Bracket Included Included 7218 H7094 H7036 N8094 N8036 11
KIT NOTES:  W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs
4-4.5” D4512KS-SX W22, W24 D4552-SX + D451S 1 D45 2  DR74S Included Bracket Included Included 7218 H7094 H7036 N8094 N8036 11
KIT NOTES:  W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class II with Add-A-Leafs
4-4.5” D4522K-SX W6, W12, W22, W24 D4552-SX + D452 1 D45  Included Included Bracket Included Included 7218 H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately. 
W12. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D452H instead of # D452. W22. Some models may require 
Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing 
drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class II with Replacement Rear Springs
4-4.5” D4522KS-SX W6, W22, W24 D4552-SX + D452S 1 D45 2  DR74S  Included Bracket Included Included 7218 H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES:  W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.  W22. Some models may 
require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop 
brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

PLATINUM COIL-OVER SINGLE FLEX SERIES 
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
4-4.5” DC4521K-SX W22, W24 D4552-SX+D451+SKDGEB1 1 SKDGE45 Included Included Bracket Included Included 7218 ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11
KIT NOTES:  W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a 
rear driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214.

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs

4-4.5” DC4521KS-SX W22, W24 D4552-SX  
D451S+SKDGEB1 1 SKDGE45 2 DR74S  Included Bracket Included Included 7218 ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11

KIT NOTES:  W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear 
driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram 4WD For models with V10/Cummins Engine equipped with 3” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
LONG ARM SERIES
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit With Blocks & U-Bolts and Add-A-Leafs

7” D752K-DX W6, W25, W26, W27 D7075-DX+D752 1 D75 Included DA602 Included Included 7218 H7038 H7078 H7060 N8038 N8078 N8060 12
KIT NOTES:  W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately. W25. Seal Adapter 
Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. W27. 3/4 and 1 Ton Models with a 
360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System With Replacement Rear Springs
7” D752KS-DX W6, W25, W26, W27 D7075-DX+D752S 1 D75 2 DR76S DA602 Included Included 7218 H7038 H7078 H7060 N8038 N8078 N8060 12

KIT NOTES:  W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately. W25. Seal Adapter 
Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. W27. 3/4 and 1 Ton Models with a 
360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

PLATINUM COIL-OVER LONG ARM SERIES
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit With Blocks & U-Bolts and Add-A-Leafs

7” DC752K-DX W25, W26, W27 D7075-DX+
D752+SKDGEB1 1 SKDGE75 Included DA602 Included Included 7218 ----- ----- H7078 ----- ----- ----- ----- N8078 ----- ----- 12

KIT NOTES:  W25. Seal Adapter Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. 
W27. 3/4 and 1 Ton Models with a 360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System With Replacement Rear Springs

7” DC752KS-DX W25, W26, W27 D7075-DX+
D752S+SKDGEB1 1 SKDGE75 2 DR76S DA602 Included Included 7218 ----- ----- H7078 ----- ----- ----- ----- N8078 ----- ----- 12

KIT NOTES:  W25. Seal Adapter Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. 
W27. 3/4 and 1 Ton Models with a 360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel)

DUAL STABILIZER DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 
00-02 Models Without 3.75” Axle Tube Use Part # 7218.

94-99 3/4 & 1 Ton Ram 4WD For models with V10/Cummins Engine equipped with 3” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
POLYURETHANE VALUE KIT  
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Polyurethane Spacers with rear Add-A-Leafs

2” D25PK D20P R372 7007 H7092 H7036 N8092 N8036 4
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Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

SINGLE FLEX SERIES
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
4-4.5” D4512K-SX W9, W22, W24 D4552-SX + D451 1 D45  Included Included Bracket Included Included 7218 H7094 H7036 N8094 N8036 11
KIT NOTES:  W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs
4-4.5” D4512KS-SX W22, W24 D4552-SX + D451S 1 D45 2  DR74S Included Bracket Included Included 7218 H7094 H7036 N8094 N8036 11
KIT NOTES:  W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class II with Add-A-Leafs
4-4.5” D4522K-SX W6, W12, W22, W24 D4552-SX + D452 1 D45  Included Included Bracket Included Included 7218 H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately. 
W12. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D452H instead of # D452. W22. Some models may require 
Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing 
drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class II with Replacement Rear Springs
4-4.5” D4522KS-SX W6, W22, W24 D4552-SX + D452S 1 D45 2  DR74S  Included Bracket Included Included 7218 H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES:  W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.  W22. Some models may 
require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop 
brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

PLATINUM COIL-OVER SINGLE FLEX SERIES 
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
4-4.5” DC4521K-SX W22, W24 D4552-SX+D451+SKDGEB1 1 SKDGE45 Included Included Bracket Included Included 7218 ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11
KIT NOTES:  W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a 
rear driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214.

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs

4-4.5” DC4521KS-SX W22, W24 D4552-SX  
D451S+SKDGEB1 1 SKDGE45 2 DR74S  Included Bracket Included Included 7218 ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11

KIT NOTES:  W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear 
driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram 4WD For models with V10/Cummins Engine equipped with 3” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
LONG ARM SERIES
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit With Blocks & U-Bolts and Add-A-Leafs

7” D752K-DX W6, W25, W26, W27 D7075-DX+D752 1 D75 Included DA602 Included Included 7218 H7038 H7078 H7060 N8038 N8078 N8060 12
KIT NOTES:  W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately. W25. Seal Adapter 
Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. W27. 3/4 and 1 Ton Models with a 
360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System With Replacement Rear Springs
7” D752KS-DX W6, W25, W26, W27 D7075-DX+D752S 1 D75 2 DR76S DA602 Included Included 7218 H7038 H7078 H7060 N8038 N8078 N8060 12

KIT NOTES:  W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately. W25. Seal Adapter 
Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. W27. 3/4 and 1 Ton Models with a 
360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

PLATINUM COIL-OVER LONG ARM SERIES
00-02 3/4 & 1 Ton Ram Pickup 4WD Kit With Blocks & U-Bolts and Add-A-Leafs

7” DC752K-DX W25, W26, W27 D7075-DX+
D752+SKDGEB1 1 SKDGE75 Included DA602 Included Included 7218 ----- ----- H7078 ----- ----- ----- ----- N8078 ----- ----- 12

KIT NOTES:  W25. Seal Adapter Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. 
W27. 3/4 and 1 Ton Models with a 360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel)

DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 00-02 Models Without 
3.75” Axle Tube Use Part # 7218.

00-02 3/4 & 1 Ton Ram Pickup 4WD System With Replacement Rear Springs

7” DC752KS-DX W25, W26, W27 D7075-DX+
D752S+SKDGEB1 1 SKDGE75 2 DR76S DA602 Included Included 7218 ----- ----- H7078 ----- ----- ----- ----- N8078 ----- ----- 12

KIT NOTES:  W25. Seal Adapter Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. 
W27. 3/4 and 1 Ton Models with a 360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel)

DUAL STABILIZER DUAL STABILIZER NOTE: For 00-02 With 3.75” Axle Tube Use Part # 7270. For 
00-02 Models Without 3.75” Axle Tube Use Part # 7218.

94-99 3/4 & 1 Ton Ram 4WD For models with V10/Cummins Engine equipped with 3” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
POLYURETHANE VALUE KIT  
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Polyurethane Spacers with rear Add-A-Leafs

2” D25PK D20P R372 7007 H7092 H7036 N8092 N8036 4
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Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
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STANDARD SERIES
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
2-2.5” D251K W13 D251 1 D25  Included  7007  (W13) H7092 H7036 N8092 N8036 6
4-4.5” D451K W9, W13, W22, W24 D4550 + D451 1 D45  Included Included Bracket Included Included  (W13) H7094 H7036 N8094 N8036 9
KIT NOTES: W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs
4-4.5” D451KS W13, W22, W24 D4550 + D451S 1 D45 2  DR74S Included Bracket Included Included  (W13) H7094 H7036 N8094 N8036 9
KIT NOTES: W10. The Factory Block is Removed. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier 
bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram 4WD For models with V10/Cummins Engine equipped with 3” Wide Rear Springs - Continued NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class II with Add-A-Leafs

4-4.5” D452K W6, W12, W13, W22, 
W24 D4550 + D452 1 D45  Included Included Bracket Included Included  (W13) H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES:W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.   W12. Models 
Equipped with a ‘Towing Package’ REQUIRED Longer U-Bolts. If So Equipped, Order # D452H instead of # D452. W22. Some models may require Indexing Ring 
Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets 
are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System Class II with Replacement Rear Springs
4-4.5” D452KS W6, W13, W22, W24 D4550 + D452S 1 D45 2  DR74S  Included Bracket Included Included  (W13) H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately. W10. The Factory Block is 
Removed. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline 
vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

PLATINUM COIL-OVER STANDARD SERIES 
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs

4-4.5” DC4591K W13, W22, W24 D4550+D451+SKDGEB1 
SKDGE45 1 Included Included Bracket Included Included  (W13) ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11

KIT NOTES:  W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear 
driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs

4-4.5” DC4591KS W9, W13, W22, W24 D4550+D451+SKDGEB1+
SKDGE45 1 2 DR74S  Included Bracket Included Included  (W13) ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11

KIT NOTES: W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts.  If  so Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

SINGLE FLEX SERIES
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
4-4.5” D451K-SX W9, W13, W22, W24 D4550-SX + D451 1 D45 Included Included Bracket Included Included  (W13) H7094 H7036 N8094 N8036 9
KIT NOTES: W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs
4-4.5” D451KS-SX W13, W22, W24 D4550-SX + D451S 1 D45 2  DR74S Bracket Included Included  (W13) H7094 H7036 N8094 N8036 9
KIT NOTES: W10. The Factory Block is Removed. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier 
bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class II with Add-A-Leafs

4-4.5” D452K-SX W6, W12, W13, W22, 
W24 D4550-SX + D452 1 D45 Included Included Bracket Included Included  (W13) H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.   W12. Models 
Equipped with a ‘Towing Package’ REQUIRED Longer U-Bolts. If So Equipped, Order # D452H instead of # D452. W22. Some models may require Indexing Ring 
Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets 
are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.
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NOTES

Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

STANDARD SERIES
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
2-2.5” D251K W13 D251 1 D25  Included  7007  (W13) H7092 H7036 N8092 N8036 6
4-4.5” D451K W9, W13, W22, W24 D4550 + D451 1 D45  Included Included Bracket Included Included  (W13) H7094 H7036 N8094 N8036 9
KIT NOTES: W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs
4-4.5” D451KS W13, W22, W24 D4550 + D451S 1 D45 2  DR74S Included Bracket Included Included  (W13) H7094 H7036 N8094 N8036 9
KIT NOTES: W10. The Factory Block is Removed. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier 
bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram 4WD For models with V10/Cummins Engine equipped with 3” Wide Rear Springs - Continued NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class II with Add-A-Leafs

4-4.5” D452K W6, W12, W13, W22, 
W24 D4550 + D452 1 D45  Included Included Bracket Included Included  (W13) H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES:W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.   W12. Models 
Equipped with a ‘Towing Package’ REQUIRED Longer U-Bolts. If So Equipped, Order # D452H instead of # D452. W22. Some models may require Indexing Ring 
Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets 
are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System Class II with Replacement Rear Springs
4-4.5” D452KS W6, W13, W22, W24 D4550 + D452S 1 D45 2  DR74S  Included Bracket Included Included  (W13) H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately. W10. The Factory Block is 
Removed. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline 
vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

PLATINUM COIL-OVER STANDARD SERIES 
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs

4-4.5” DC4591K W13, W22, W24 D4550+D451+SKDGEB1 
SKDGE45 1 Included Included Bracket Included Included  (W13) ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11

KIT NOTES:  W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear 
driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs

4-4.5” DC4591KS W9, W13, W22, W24 D4550+D451+SKDGEB1+
SKDGE45 1 2 DR74S  Included Bracket Included Included  (W13) ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11

KIT NOTES: W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts.  If  so Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

SINGLE FLEX SERIES
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs
4-4.5” D451K-SX W9, W13, W22, W24 D4550-SX + D451 1 D45 Included Included Bracket Included Included  (W13) H7094 H7036 N8094 N8036 9
KIT NOTES: W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs
4-4.5” D451KS-SX W13, W22, W24 D4550-SX + D451S 1 D45 2  DR74S Bracket Included Included  (W13) H7094 H7036 N8094 N8036 9
KIT NOTES: W10. The Factory Block is Removed. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier 
bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class II with Add-A-Leafs

4-4.5” D452K-SX W6, W12, W13, W22, 
W24 D4550-SX + D452 1 D45 Included Included Bracket Included Included  (W13) H7094 H7036 H7041 N8094 N8036 N8041 10

KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.   W12. Models 
Equipped with a ‘Towing Package’ REQUIRED Longer U-Bolts. If So Equipped, Order # D452H instead of # D452. W22. Some models may require Indexing Ring 
Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs Carrier Bearing drop brackets 
are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.
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Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
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94-99 3/4 & 1 Ton Ram Pickup 4WD System Class II with Replacement Rear Springs
4-4.5” D452KS-SX W6, W13, W22, W24 D4550-SX + D452S 1 D45 2  DR74S  Included Bracket Included Included  (W13) H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.   W10. The Factory Block is 
Removed. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline 
vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

PLATINUM COIL-OVER SINGLE FLEX SERIES
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs

4-4.5” DC4591K-SX W13, W22, W24 D4550-SX+
D451+SKDGEB1 1 SKDGE45 Included Included Bracket Included Included  (W13) ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline 
vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs

4-4.5” DC4591KS-SX W9, W13, W22, W24 D4550-SX+
D451S+SKDGEB1 1 SKDGE45 2 DR74S  Included Bracket Included Included  (W13) ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11

KIT NOTES: W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram 4WD For models with V10/Cummins Engine equipped with 3” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
PLATINUM COIL-OVER LONG ARM SERIES
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit With Blocks & U-Bolts and/or Add-A-Leafs

7” DC752K-DX W13, W25, W26, W27 D7075-DX+
D752+SKDGEB1 1 SKDGE75 Included DA600 Included Included  (W13) ----- ----- H7078 ----- ----- ----- ----- N8078 ----- ----- 12

KIT NOTES: W25. Seal Adapter Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. 
W27. 3/4 and 1 Ton Models with a 360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System With Replacement Rear Springs

7” DC752KS-DX W13, W25, W26, W27 D7075-DX+
D752S+SKDGEB1 1 SKDGE75 2 DR76S DA600 Included Included  (W13) ----- ----- H7078 ----- ----- ----- ----- N8078 ----- ----- 12

KIT NOTES: W25. Seal Adapter Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. 
W27. 3/4 and 1 Ton Models with a 360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel) 

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

92-93 3/4 & 1 Ton 4WD Full-Size with Cummins Diesel Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
92-93 3/4 & 1 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts and/or Add-A-Leafs
1”/1” D100CDK W1, W14 D240CDA 2 D100CS  R1120 7110 7220 H7047 H7038 N8047 N8038 4

2.5”/2” D200CDAK W1, W14 D240CDA 2 D200CS  R225 7110 7220 H7027 H7038 N8027 N8038 4
4”/2” D400CDAK W1, W14, W15 D240CDA 2 D400CS  R225 DA20 7110 7220 H7017 H7038 N8017 N8038 4

6”/4.5” D692CDK W15, W16 D692CD 2 D600CS  R225 DA45 FBL60/RBL60 7110 7220 H7017 H7068 N8017 N8068 6
KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory 
Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. 
W16. Brakelines required, See Brakelines Page 210.

92-93 3/4 & 1 Ton Pickup 4WD Full-Size System With Replacement Rear Springs
1”/.5” D192CDKS W10, W14 D240CDS 2 D100CS 2 DR60S 7110 7220 H7047 H7038 N8047 N8038 4
2.5”/.5” D292CDKS W10, W14 D240CDS 2 D200CS 2 DR60S 7110 7220 H7027 H7038 N8027 N8038 4
4”/2.5” D492CDKS W3, W14, W15 D492CDS 2 D400CS 2 DR60S DA20 7110 7220 H7017 H7038 N8017 N8038 4
6”/4.5” D692CDKS W4, W14, W15, W16 D692CDS 2 D600CS 2 DR60S DA45 FBL60/RBL60 7110 7220 H7017 H7068 N8017 N8068 6
KIT NOTES:  W3. The 6” Factory Blocks are Replaced with 2” Blocks. W4. The 6” Factory Blocks are Replaced with 4.5” Blocks.  W10. The Factory Block is 
Removed. W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front 
Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

87-91 3/4 & 1 Ton 4WD Full-Size Leaf Spring Front with Cummins Diesel Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
87-91 3/4 & 1 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts
2.5”/2” D200CDK W14 D240CD 2 D200CS  7110 7220 H7027 H7038 N8027 N8038 4
4”/2” D400CDK W14, W15 D240CD 2 D400CS  DA20 7110 7220 H7017 H7038 N8017 N8038 4

6”/4.5” D600CDK W14, W15, W16 D600CD 2 D600CS  DA45 FBL60/RBL60 7110 7220 H7017 H7068 N8017 N8068 6
KIT NOTES:  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a 
front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

87-91 3/4 & 1 Ton Pickup 4WD Full-Size Kit With Add-A-Leafs
1”/1” D100CDK W1, W14 D240CDA 2 D100CS  R1120 7110 7220 H7047 H7038 N8047 N8038 4

2.5”/2” D200CDAK W1, W14 D240CDA 2 D200CS  R225 7110 7220 H7027 H7038 N8027 N8038 4
4”/2” D400CDAK W1, W14, W15 D240CDA 2 D400CS  R225 DA20 FBL60/RBL60 7110 7220 H7017 H7038 N8017 N8038 4

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory 
Non-Adjustable Link on 72-93 Models.W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. 
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94-99 3/4 & 1 Ton Ram Pickup 4WD System Class II with Replacement Rear Springs
4-4.5” D452KS-SX W6, W13, W22, W24 D4550-SX + D452S 1 D45 2  DR74S  Included Bracket Included Included  (W13) H7094 H7036 H7041 N8094 N8036 N8041 10
KIT NOTES: W6. Class II Includes Front Dual Shock Brackets, Upper Links & Lower Link Skid Plates. Must Order 2 QUAD Shocks Separately.   W10. The Factory Block is 
Removed. W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline 
vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

PLATINUM COIL-OVER SINGLE FLEX SERIES
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit Class I with Add-A-Leafs

4-4.5” DC4591K-SX W13, W22, W24 D4550-SX+
D451+SKDGEB1 1 SKDGE45 Included Included Bracket Included Included  (W13) ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11

KIT NOTES: W22. Some models may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline 
vibration occurs Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System Class I with Replacement Rear Springs

4-4.5” DC4591KS-SX W9, W13, W22, W24 D4550-SX+
D451S+SKDGEB1 1 SKDGE45 2 DR74S  Included Bracket Included Included  (W13) ----- ----- H7036 ----- ----- ----- ----- N8036 ----- ----- 11

KIT NOTES: W9. Models Equipped with a ‘Towing Package’ REQUIRE Longer U-Bolts. If So Equipped, Order # D451H instead of # D451. W22. Some models 
may require Indexing Ring Part# IXR20K if a front driveline vibration develops. W24. On models with a rear carrier bearing, If a rear driveline vibration occurs 
Carrier Bearing drop brackets are available. 1” Drop Part# CBL3401, 2 1/4” Drop Part# CBL214. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram 4WD For models with V10/Cummins Engine equipped with 3” Wide Rear Springs NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
PLATINUM COIL-OVER LONG ARM SERIES
94-99 3/4 & 1 Ton Ram Pickup 4WD Kit With Blocks & U-Bolts and/or Add-A-Leafs

7” DC752K-DX W13, W25, W26, W27 D7075-DX+
D752+SKDGEB1 1 SKDGE75 Included DA600 Included Included  (W13) ----- ----- H7078 ----- ----- ----- ----- N8078 ----- ----- 12

KIT NOTES: W25. Seal Adapter Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. 
W27. 3/4 and 1 Ton Models with a 360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel)

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

94-99 3/4 & 1 Ton Ram Pickup 4WD System With Replacement Rear Springs

7” DC752KS-DX W13, W25, W26, W27 D7075-DX+
D752S+SKDGEB1 1 SKDGE75 2 DR76S DA600 Included Included  (W13) ----- ----- H7078 ----- ----- ----- ----- N8078 ----- ----- 12

KIT NOTES: W25. Seal Adapter Part# DTSA10 and Seal Part# TCS2675 are included. W26. 6 Speed Models will require modifications to Transmission bracket. 
W27. 3/4 and 1 Ton Models with a 360 Engine will sit slightly higher in the front. (Gas engines will receive more lift than diesel) 

W13. On 94-97 Models Use # 7217 Steering Stabilizer. On 98-99 Models Without 3.75” Axle Tube Use # 
7218. For 98-99 Models With 3.75” Axle Tube Use # 7270.

92-93 3/4 & 1 Ton 4WD Full-Size with Cummins Diesel Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
92-93 3/4 & 1 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts and/or Add-A-Leafs
1”/1” D100CDK W1, W14 D240CDA 2 D100CS  R1120 7110 7220 H7047 H7038 N8047 N8038 4

2.5”/2” D200CDAK W1, W14 D240CDA 2 D200CS  R225 7110 7220 H7027 H7038 N8027 N8038 4
4”/2” D400CDAK W1, W14, W15 D240CDA 2 D400CS  R225 DA20 7110 7220 H7017 H7038 N8017 N8038 4

6”/4.5” D692CDK W15, W16 D692CD 2 D600CS  R225 DA45 FBL60/RBL60 7110 7220 H7017 H7068 N8017 N8068 6
KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory 
Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. 
W16. Brakelines required, See Brakelines Page 210.

92-93 3/4 & 1 Ton Pickup 4WD Full-Size System With Replacement Rear Springs
1”/.5” D192CDKS W10, W14 D240CDS 2 D100CS 2 DR60S 7110 7220 H7047 H7038 N8047 N8038 4
2.5”/.5” D292CDKS W10, W14 D240CDS 2 D200CS 2 DR60S 7110 7220 H7027 H7038 N8027 N8038 4
4”/2.5” D492CDKS W3, W14, W15 D492CDS 2 D400CS 2 DR60S DA20 7110 7220 H7017 H7038 N8017 N8038 4
6”/4.5” D692CDKS W4, W14, W15, W16 D692CDS 2 D600CS 2 DR60S DA45 FBL60/RBL60 7110 7220 H7017 H7068 N8017 N8068 6
KIT NOTES:  W3. The 6” Factory Blocks are Replaced with 2” Blocks. W4. The 6” Factory Blocks are Replaced with 4.5” Blocks.  W10. The Factory Block is 
Removed. W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front 
Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

87-91 3/4 & 1 Ton 4WD Full-Size Leaf Spring Front with Cummins Diesel Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
87-91 3/4 & 1 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts
2.5”/2” D200CDK W14 D240CD 2 D200CS  7110 7220 H7027 H7038 N8027 N8038 4
4”/2” D400CDK W14, W15 D240CD 2 D400CS  DA20 7110 7220 H7017 H7038 N8017 N8038 4

6”/4.5” D600CDK W14, W15, W16 D600CD 2 D600CS  DA45 FBL60/RBL60 7110 7220 H7017 H7068 N8017 N8068 6
KIT NOTES:  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a 
front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

87-91 3/4 & 1 Ton Pickup 4WD Full-Size Kit With Add-A-Leafs
1”/1” D100CDK W1, W14 D240CDA 2 D100CS  R1120 7110 7220 H7047 H7038 N8047 N8038 4

2.5”/2” D200CDAK W1, W14 D240CDA 2 D200CS  R225 7110 7220 H7027 H7038 N8027 N8038 4
4”/2” D400CDAK W1, W14, W15 D240CDA 2 D400CS  R225 DA20 FBL60/RBL60 7110 7220 H7017 H7038 N8017 N8038 4

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory 
Non-Adjustable Link on 72-93 Models.W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. 
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LIFT Quick Kit Pallet Kit # KIT
NOTES

Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

87-91 3/4 & 1 Ton Pickup 4WD Full-Size System With Replacement Rear Springs
1”/.5” D100CDKS W10, W14 D240CDS 2 D100CS 2 DR40S 7110 7220 H7047 H7038 N8047 N8038 4
2.5”/.5” D200CDKS W10, W14 D240CDS 2 D200CS 2 DR40S 7110 7220 H7027 H7038 N8027 N8038 4
6”/4.5” D600CDKS W15, W16 D600CDS 2 D600CS 2 DR40S DA45 FBL60/RBL60 7110 7220 H7017 H7068 N8017 N8068 6
KIT NOTES:  W10. The Factory Block is Removed.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models.
W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See 
Brakelines Page 210.

87-91 3/4 & 1 Ton Pickup 4WD Full-Size System With FULL-Height Replacement Rear Springs
`2.5”/2.5” D292CDKS W10, W14 D240CDS 2 D200CS 2 DR60S 7110 7220 H7027 H7038 N8027 N8038 4
4”/4” D400CDKS W14, W15 D400CDS4 2 D400CS 2 DR40S DA20 7110 7220 H7017 H7068 N8017 N8068 4
6”/6” D600CDKS W14, W15, W16 D400CDS4 2 D600CS 2 DR60S DA45 FBL60/RBL60 7110 7220 H7017 H7068 N8017 N8068 6

KIT NOTES:  W10. The Factory Block is Removed. W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models.
W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See 
Brakelines Page 210. 

74.5-93 1 Ton Pickup 4WD Full-Size with Gas Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
74.5-93 1 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts
2.5”/2” D200CK W2, W14 D240CD 2 D200S  DA20 7110 7220 H7027 H7038 N8027 N8038 4
3-4” D400CK W2, W14, W15 D240CD 2 D400S  DA40 7110 7220 H7017 H7038 N8017 N8038 4
5-6” D600CK W2, W14, W15, W16 D600CD 2 D600S  DA40 + SB60 7110 7220 H7017 H7068 N8017 N8068 6

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts).  W14. Adjustable Drag Link # DL10 Recommended To 
Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories 
Section Page 201. W16. Brakelines required, See Brakelines Page 210.

74.5-93 1 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts and/or Add-A-Leafs
1.5-2” D200CAK W1, W2, W14 D240CDA 2 D200S  R1120 DA20 7110 7220 H7027 H7038 N8027 N8038 4
3-4” D400CAK W1, W2, W14, W15 D240CDA 2 D400S  R225 DA40 7110 7220 H7017 H7038 N8017 N8038 4
7-8” D800CK W2, W15, W16 D600CD 2 D800S  R225 DA40 + SB60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear. W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use  Part # DA60 
on 4” Lifts). W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front 
Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

74.5-93 1 Ton Pickup 4WD Full-Size System With Replacement Rear Springs
3-4” D400CKS W2, W10, W14, W15 D240CS 2 D400S 2 DR60S DA40 7110 7220 H7017 H7038 N8017 N8038 4
5-6” D600CKS W2, W14, W15, W16 D600CDS 2 D600S 2 DR40S DA40 + SB60 7110 7220 H7017 H7068 N8017 N8068 6
7-8” D800CKS W2, W15, W16 D600CDS 2 D800S 2 DR60S DA40 + SB60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts). W10. The Factory Block is Removed.  W14. Adjustable Drag 
Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must 
be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210. 

74.5-93 Ramcharger, Trailduster 4WD NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
74.5-93 Ramcharger, Trailduster 4WD Kit With Blocks & U-Bolts and/or Add-A-Leafs
2.5” D200BK W2, W14 D240B 2 D200S  DA20 7110 7220 H7027 H7038 N8027 N8038 4
4” D400BRK W2, W14, W15 D400BR 2 D400S  DA40 7110 7220 H7017 H7038 N8017 N8038 4
6” D600BRK W14, W15, W16 D680BR 2 D600S  DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800BRK W2, W5, W15, W16 D680BR 2 D800S  R1120 DA40 + DA60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts).   Steering Correction (See Page 171).  W14. Adjustable Drag 
Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W5. 74.5-77 Models MUST use # DA65 & # DL10 for W15. If Vehicle is 
equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

74.5-93 Ramcharger, Trailduster 4WD Kit With Add-A-Leafs
2.5” D200BAK W1, W2, W14 D240BA 2 D200S  R1120 DA20 7110 7220 H7027 H7038 N8027 N8038 4

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear. W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use  Part # DA60 
on 4” Lifts).  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models.

74.5-93 Ramcharger, Trailduster 4WD System With Replacement Rear Springs
2.5” D200BKS W2, W10, W14 D240BS 2 D200S 2 DR40S DA20 7110 7220 H7027 H7038 N8027 N8038 4
4” D400BKS W2, W10, W14, W15 D240BS 2 D400S 2 DR60S DA40 7110 7220 H7017 H7068 N8017 N8068 4
6” D600BKS W14, W15 D680BS 2 D600S 2 DR40S DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800BKS W2, W5, W15, W16 D680BS 2 D800S 2 DR60S DA40 + DA60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts).  for Steering Correction (See Page 171). W10. Factory Block 
is Removed.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W5. 74.5-77 Models MUST use # 
DA65 & # DL10. W15. If Vehicle is equipped with front Sway Bar. Lowering Brackets must be ordered. See Accessories Page 201. W16. Brakelines required, See 
Brakelines Page 210.
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NOTES

Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

87-91 3/4 & 1 Ton Pickup 4WD Full-Size System With Replacement Rear Springs
1”/.5” D100CDKS W10, W14 D240CDS 2 D100CS 2 DR40S 7110 7220 H7047 H7038 N8047 N8038 4
2.5”/.5” D200CDKS W10, W14 D240CDS 2 D200CS 2 DR40S 7110 7220 H7027 H7038 N8027 N8038 4
6”/4.5” D600CDKS W15, W16 D600CDS 2 D600CS 2 DR40S DA45 FBL60/RBL60 7110 7220 H7017 H7068 N8017 N8068 6
KIT NOTES:  W10. The Factory Block is Removed.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models.
W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See 
Brakelines Page 210.

87-91 3/4 & 1 Ton Pickup 4WD Full-Size System With FULL-Height Replacement Rear Springs
`2.5”/2.5” D292CDKS W10, W14 D240CDS 2 D200CS 2 DR60S 7110 7220 H7027 H7038 N8027 N8038 4
4”/4” D400CDKS W14, W15 D400CDS4 2 D400CS 2 DR40S DA20 7110 7220 H7017 H7068 N8017 N8068 4
6”/6” D600CDKS W14, W15, W16 D400CDS4 2 D600CS 2 DR60S DA45 FBL60/RBL60 7110 7220 H7017 H7068 N8017 N8068 6

KIT NOTES:  W10. The Factory Block is Removed. W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models.
W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See 
Brakelines Page 210. 

74.5-93 1 Ton Pickup 4WD Full-Size with Gas Engines NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
74.5-93 1 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts
2.5”/2” D200CK W2, W14 D240CD 2 D200S  DA20 7110 7220 H7027 H7038 N8027 N8038 4
3-4” D400CK W2, W14, W15 D240CD 2 D400S  DA40 7110 7220 H7017 H7038 N8017 N8038 4
5-6” D600CK W2, W14, W15, W16 D600CD 2 D600S  DA40 + SB60 7110 7220 H7017 H7068 N8017 N8068 6

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts).  W14. Adjustable Drag Link # DL10 Recommended To 
Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories 
Section Page 201. W16. Brakelines required, See Brakelines Page 210.

74.5-93 1 Ton Pickup 4WD Full-Size Kit With Blocks & U-Bolts and/or Add-A-Leafs
1.5-2” D200CAK W1, W2, W14 D240CDA 2 D200S  R1120 DA20 7110 7220 H7027 H7038 N8027 N8038 4
3-4” D400CAK W1, W2, W14, W15 D240CDA 2 D400S  R225 DA40 7110 7220 H7017 H7038 N8017 N8038 4
7-8” D800CK W2, W15, W16 D600CD 2 D800S  R225 DA40 + SB60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear. W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use  Part # DA60 
on 4” Lifts). W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front 
Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

74.5-93 1 Ton Pickup 4WD Full-Size System With Replacement Rear Springs
3-4” D400CKS W2, W10, W14, W15 D240CS 2 D400S 2 DR60S DA40 7110 7220 H7017 H7038 N8017 N8038 4
5-6” D600CKS W2, W14, W15, W16 D600CDS 2 D600S 2 DR40S DA40 + SB60 7110 7220 H7017 H7068 N8017 N8068 6
7-8” D800CKS W2, W15, W16 D600CDS 2 D800S 2 DR60S DA40 + SB60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts). W10. The Factory Block is Removed.  W14. Adjustable Drag 
Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must 
be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210. 

74.5-93 Ramcharger, Trailduster 4WD NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
74.5-93 Ramcharger, Trailduster 4WD Kit With Blocks & U-Bolts and/or Add-A-Leafs
2.5” D200BK W2, W14 D240B 2 D200S  DA20 7110 7220 H7027 H7038 N8027 N8038 4
4” D400BRK W2, W14, W15 D400BR 2 D400S  DA40 7110 7220 H7017 H7038 N8017 N8038 4
6” D600BRK W14, W15, W16 D680BR 2 D600S  DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800BRK W2, W5, W15, W16 D680BR 2 D800S  R1120 DA40 + DA60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts).   Steering Correction (See Page 171).  W14. Adjustable Drag 
Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W5. 74.5-77 Models MUST use # DA65 & # DL10 for W15. If Vehicle is 
equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, See Brakelines Page 210.

74.5-93 Ramcharger, Trailduster 4WD Kit With Add-A-Leafs
2.5” D200BAK W1, W2, W14 D240BA 2 D200S  R1120 DA20 7110 7220 H7027 H7038 N8027 N8038 4

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear. W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use  Part # DA60 
on 4” Lifts).  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models.

74.5-93 Ramcharger, Trailduster 4WD System With Replacement Rear Springs
2.5” D200BKS W2, W10, W14 D240BS 2 D200S 2 DR40S DA20 7110 7220 H7027 H7038 N8027 N8038 4
4” D400BKS W2, W10, W14, W15 D240BS 2 D400S 2 DR60S DA40 7110 7220 H7017 H7068 N8017 N8068 4
6” D600BKS W14, W15 D680BS 2 D600S 2 DR40S DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800BKS W2, W5, W15, W16 D680BS 2 D800S 2 DR60S DA40 + DA60 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W2. Pitman Arm Fits 78-93 Models Only (74.5-77 Models use Part # DA60 on 4” Lifts).  for Steering Correction (See Page 171). W10. Factory Block 
is Removed.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 Models. W5. 74.5-77 Models MUST use # 
DA65 & # DL10. W15. If Vehicle is equipped with front Sway Bar. Lowering Brackets must be ordered. See Accessories Page 201. W16. Brakelines required, See 
Brakelines Page 210.
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NOTES

Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

61-74 Ramcharger, Trailduster 4WD NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
61-74 Ramcharger, Trailduster 4WD Kit With Blocks & U-Bolts and/or Add-A-Leafs
2.5” D200AK D240A 2 D200S  7110 7220 H7027 H7038 N8027 N8038 4

KIT NOTES:  W7. Must Have 3-Bolt Steering Knuckle.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable  Link on 72-93 
Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, 
See Brakelines Page 210.

72-74 Ramcharger, Trailduster 4WD Kit With Blocks & U-Bolts and/or Add-A-Leafs
8” D800ARK W7, W14, W15, W16 D680AR 2 D800S  R1120 DA65 + DL10 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W7. Must Have 3-Bolt Steering Knuckle.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable  Link on 72-93 
Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, 
See Brakelines Page 210.

61-74 Ramcharger, Trailduster 4WD Kit With Add-A-Leafs
2.5” D200AAK W1, W14 D240AA 2 D200S  R1120  7110 7220 H7027 H7038 N8027 N8038 4

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory 
Non-Adjustable Link on 72-93 Models.

72-74 Ramcharger, Trailduster 4WD System With 52 Inch Replacement Rear Springs
2.5” D200AKS W10, W14 D240AS 2 D200S 2 DR40S   7110 7220 H7027 H7038 N8027 N8038 4
4” D400AKS W7, W10, W14, W15 D240AS 2 D400S 2 DR60S DA60 7110 7220 H7017 H7038 N8017 N8038 4
6” D600AKS W7, W14, W15, W16 D680AS 2 D600S 2 DR40S DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800AKS W7, W15, W16 D680AS 2 D800S 2 DR60S DA65 + DL10 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W7. Must Have 3-Bolt Steering Knuckle. W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 
Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, 
See Brakelines Page 210.
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NOTES

Component Box Front Springs Rear Springs Add-A-
Leafs

Steering Correction Optional Steering Stabilizers HYDRO Shocks NITRO Shocks Labor
Reference (Requires 1 of Each) Qty Part # Qty Part # (Order 1 Each) Brake Lines OEM Single Dual Front  Rear  Quad Front   Rear     Quad Hours

61-74 Ramcharger, Trailduster 4WD NOTE: ALL SHOCKS MUST BE ORDERED SEPARATELY
61-74 Ramcharger, Trailduster 4WD Kit With Blocks & U-Bolts and/or Add-A-Leafs
2.5” D200AK D240A 2 D200S  7110 7220 H7027 H7038 N8027 N8038 4

KIT NOTES:  W7. Must Have 3-Bolt Steering Knuckle.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable  Link on 72-93 
Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, 
See Brakelines Page 210.

72-74 Ramcharger, Trailduster 4WD Kit With Blocks & U-Bolts and/or Add-A-Leafs
8” D800ARK W7, W14, W15, W16 D680AR 2 D800S  R1120 DA65 + DL10 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W7. Must Have 3-Bolt Steering Knuckle.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable  Link on 72-93 
Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, 
See Brakelines Page 210.

61-74 Ramcharger, Trailduster 4WD Kit With Add-A-Leafs
2.5” D200AAK W1, W14 D240AA 2 D200S  R1120  7110 7220 H7027 H7038 N8027 N8038 4

KIT NOTES:  W1. This Kit Uses Add-A-Leafs Instead of Block & U-Bolt Kit for the Rear.  W14. Adjustable Drag Link # DL10 Recommended To Replace Factory 
Non-Adjustable Link on 72-93 Models.

72-74 Ramcharger, Trailduster 4WD System With 52 Inch Replacement Rear Springs
2.5” D200AKS W10, W14 D240AS 2 D200S 2 DR40S   7110 7220 H7027 H7038 N8027 N8038 4
4” D400AKS W7, W10, W14, W15 D240AS 2 D400S 2 DR60S DA60 7110 7220 H7017 H7038 N8017 N8038 4
6” D600AKS W7, W14, W15, W16 D680AS 2 D600S 2 DR40S DA60 7110 7220 H7017 H7068 N8017 N8068 6
8” D800AKS W7, W15, W16 D680AS 2 D800S 2 DR60S DA65 + DL10 7110 7220 H7036 H7068 N8036 N8068 8

KIT NOTES:  W7. Must Have 3-Bolt Steering Knuckle. W14. Adjustable Drag Link # DL10 Recommended To Replace Factory Non-Adjustable Link on 72-93 
Models. W15. If Vehicle is equipped with a front Sway Bar. Lowering Brackets must be ordered. See Accessories Section Page 201. W16. Brakelines required, 
See Brakelines Page 210.
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